INDEX OF SHEETS

STATE STANDARDS

GENERAL NOTES:

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "JULIE”

5““; NG ?ﬁsgﬂsl;?:m STANDARD NG DESCRIPTION 4T BOD-892-D123 OR 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC,
- TELEPHONE AND GAS FACILITIES 148 HOUR MOTIFICATION 1S REQUIRED:.
2 INDEX QF SHEETS, STATE STANDARDS. AND GENERAL NOTES 29000107 TEMPORARY ERORION CONTROL SYSTEMS THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH
424001-07  PERPENDICULAR CURG RAMPS FOR SIDEWALKS UTHLITY COMPANIES AND THE VILLAGES OF BUFFALO GROVE, RIVERWOOGS,
3-5 SUMMARY OF QUANTITIES CINCOLNSHIRE, AND VERNON HILLS.
424006 -0} DIAGONAL CURB RAMPS FOR SIDEWALKS
-6 TYPICAL SECTIONS 124011-01  CORNER PARALLEL CLRE RAMPS FOR SIDEWALKS THE CONTRACTOR WILL NOT 8E ALLOWED T0 SET UP A YARD OR FIELD
3-20 ROADWAY & PAVEMENT MARKING PLANS ' OFFICE O STATE PROPERTY WITHOUT WRITTEN FERMISSION FROM THE
424016-D1  MID BLOCK CURB RAMPS FOR SIDEWALKS DERARTMENT.
2-23 FEOESTRIAN SIGNAL DETALS 424021-02  DEPRESSED CORNER FOR SIDEWALKS ANY PAVEMENT MARKINGS AND RAISED REFLECTIVE PAVEMENT MARKERS
24~41 DETECTOR LOOP REPLACEMENT PLANS 424026-01 ENTRANCE/ALLEY PEDESTRIAN CROSSINGS fiéﬁ%&i@ﬁy sﬁ;i‘i[wga‘a:;ffcsg; ;:rgsmgﬁog E§§; I?r\?ilir;- SI0E sTReeTS
; 424031-01  MEDIAM PEDESTRIAM CROSSINGS
az DRIVEWAY DETALLS (80-1 WHEN MILLED PAVEMENT (5 OPEN TO TRAFFIC THE MAXIMUM GRADE
- F AL BETWEEN PA £ ;
43 DETAILS FOR FRAMES AND LIDS ADJUSTMENT WITH MILLING (B0-8 442201-03 CLASS © AMD B PATCHES ﬁ;f‘i&%";go‘-] %3;“155&55 Sé%img W‘éig“%gmﬁp&%c’f{i75?2“50 .
a PAVENENT BATCHING FOR HOT-MIX ASPHALT SURFACED PAVEMENT (B0-22) BOG0DI-05  CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURS AND GUTTER EBR%KAM;E? ?SA:}E?S a0 Jaéﬁiz/ﬁf x;&;ﬁéﬁﬁ&&;ﬁ:ﬁgtzt_s;;hjs
a5 CURB OR CURB AND GUTTER REMOVAL AND REPLACEMENT (BD-24) T0L0H-04 OFF ROAD OPERATIONS, MULTILANE, LESS THAN 15° {4.5 MO AWAY mi EBhéGiﬂiEOR‘;Eg ?;d:xéfghdw%ﬂ;o& O#ZEES%N&% zOSF Si;;\IEC;E: (73 MM
a6 TRAFFIC CONTROL AND PROTECTION FOR SIPE ROADS INTERSECTIONS AND DRIVEWAYS (TC-10) T01426-06 LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING MINIMUM 1i3 tvash OR A NOTCHED LONGITUDINAL WEDGE (5 USED.
- OPERATIONS FOR SPEEDS > 45 MPH ) ot A w. e conts » REcoRD
l BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN AN
4t e PrLICATIoNS, TAISED REFLECTIVE PAVEMENT MARKERS (SNOW 701427-02  LAME CLOSURE, MULTILANE, INTERMITTENT OR MOVING FOR FUTURE REFERENCE, ALL EXISTING PAVEMENT MARKING LINES AND
OPERATICHS FOR SPEEDS ¢ 40 MPH REVISED REFLECTIVE PAVEMENT MARKERS [N ORDER THAT THESE LOCATIONS
" CAN BE RE-ESTABLISKED FOR STRIPING, EXACT LOCATIONS OF ALL PAVEMENT
48 DISTRICT ONE TYPICAL PAVEMENT MARKINGS (TC-13) TOI601-09 URBAN LANE CLOSURE, MULTILANE, 2W WITH MOUNTABLE MEQIAN MARKINGS SHALL BE AS DIRECTED BY THE ENGINEER.
49 TRAFFIC CONTROL AND PROTECTION AT TURN BAYS (TC-14l 701602-07  URBAN LANE CLOSURE, MULTILANE, 2W WITH BIDIRECTIONAL LEFT TURN LAME THE ENGINEER SHALL CONTACT WALTER CZAPNY, AREA TRAFFIC FIELD ENGINEER
i AT BA7-438-2300 A MINIMUM OF THO i2) WEEKS PRICR TO THE PLACEMENT OF
50 ARTERIAL ROAD INEORMATION SIGNING (TC-22) 10160602 URBAN LANE CLOSURE. MULTILANE, 2W WITH MOUNTABLE MEDIAN PERMAMENT PAVEMENT MARKINGS,
51 DRIVEWAY ENTRANCE SIGNING (TC-26) 701701-08  URBAN LANE CLDSURE, MULTILANE INTERSECTION THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR
AT (847) T05-4470 A MINIMUM OF T2 HOURS N ADVANCE OF BEGINNING WORK,
HANDH T TERCEPT EXISTIN b T {76-03)
52 DHOLE TO INTERCERT EXISTING CONOUIT (T5-03 J0IBOL-05  SIDEWALK, CORNER OR CROSSWALK CLOSURE . :
53 SANDARD TRAFFIC SIGNAL DESIGN DETAILS (75-08) o areie commmoL oevices ALL CURE AND GUTTER REMOVAL AND REFLACEMENT WILL BE DETERMINED BV THE ENGINGER.
IT SHALL SE THE CONTRACTORS RESPONSIBILITY TO VERIFY ALL GIMENSIONS
4 DISTRICT § - DETECTOR LOOP INSTALLAYION DETAILS FOR ROADWAY RESURFACING {TS-0T)
3 857001-01  STANDARD PHASE DESIGNATION DIACRAMS AND PHASE SEQUENCES aEaoiTLOwS EXISTING IN THE FIELD PRIGR TO CONSTRUCTION AND
X THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE ACCESS TO ASUTTING
B73001-02  TRAFFIC SIGNAL GROUNDING & BONDING PROPERTY AT ALL TIMES DURING THE CONSTRUCTION GF THIS PROJECT.
BTA001-03  PEDESTRIAN PUSH BUTTON POST EXISTING BROKEN FRAMES AMD LIDS SHALL BE REMOVED AND DISPOSED GF BY
THE CONTRACTOR AMD SHALL BE REPLACED AS DIRECTED BY THE ENGINEER.
878001-09  CONCRETE FOUNDATIGN DETAILS REPLACEMENT FRAMES AND LIGS WILL 8f PAID FOR ACCORDING TO ARTICLE 10O.04 OF
f P THE STANDARD SPECIFICATIONS UNLESS A SEPARATE PAY 1TEM HAS BEEN SROVIDED.
70!42/“’ ﬂé? DO NOT SCALE PLAMS FOR CONSTRUCTION DIMENSIONS.
DOUBLE LANE MARKERS ARE TO BE LISED A5 SHOWN CN THE DISTRICT ONE DETAIL
“TYPICAL APPLICATIONS - RAISED REFLECTIVE PAVEMENT MARKERS (SNOW-
PLOW RESISTANT)™ SHOWN IN THE PLANS,
ALL PAVEMENT PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE
ENGINEER.
THESE PLANS HAVE BEEN PREPARED FROM NOTES RECEIVED FROM
THE BUREAY DF CONSTRUCTION,
OVERNIGHT LANE CLOSURES SHALL NGT BE ALLOWED FOR REHABILITATION PROJECTS
INVOLVING DAYTIME MILLING AND RESURFACING OPERATIONS AND CLASS 0 PATCHING
UMLESS OTHER CORDITIONS WARRANT EXTENDED LANE CLOSURES AS DETERMINED AND
APPROVED IN WRITING 87 THE ENGINEER DR AS PROVIDED FOR IN THE CONTRACT
SPECIFICATIONS. :
THE CONTRACTOR SHALL COCPERATE WITH THE VILLAGE AMD STATE IF ANY UTILITY
IMPROVEMENTS ARE RECUIRED BY THE VILLAGE
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